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Warnings 
 

 

Truck Bed and Camper Protection 
 

Torklift does not recommend installing your camper on top of a plastic bed liner (or other 

compressible material such as foam).  These materials can act as a spring, causing increased 

vertical truck camper movement independent of the vehicle.  Plastic bed liners can slide on the 

truck bed surface, and the truck camper can slide on top of the bed liner.  Using a plastic bed 

liner or similar compressible material will void your warranty  and may additionally cause truck 

bed and/or camper damage.   

 

 

Minor movement or settling can occur in some incidental harsh driving conditions (on or off-

road). A rubber bed mat is recommended to protect the truck bed and camper, but is not a 

requirement to maintain the Torklift legendary lifetime warranty.  
 

 

Suspension 
 

To significantly reduce body roll, sag and sway Torklift strongly recommends the StableLoad.  

Torklift International StableLoads improve safety, handling, and to help level your truck. More 

information can be found at (www.Torklift.com/stableload ). 

 

 

If your truck is additionally equipped with suspension air bags Torklift cautions against over 

pressurization as this may lead to unsafe vehicle handling characteristics.  We have found that 

airbags used in conjunction with StableLoads have allowed operators to lower air bag pressure 

by 50% or more. Only pressurize suspension air bags enough to level the truck. 

 

 

 

file://server/Server%20HD%20%232/CSR/Instructions%20-%20Word/Instructions/Tie-Downs/C2201/www.Torklift.com/stableload
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D3109 PARTS INVENTORY  
 

2- Tie Down Receiver     2- Bent Insert 17-7/8ò 

2- 1/2ò x 2ò Hex Bolt     4- 1/2ò Flat Washer 

2- 1/2ò Star Washer      2- 1/2ò Lock Washer 

2- 1/2ò Hex Nut      2- 1ò x 2ò Plate Washer 

2- 1/4ò Snapper Pin  

 

INSTALLATION INSTRUCTIONS:  
LOCATE AND INVENTORY ALL PARTS TO BECOME FAMILIAR WITH ALL 

BRACKETS READ AND UNDERSTAND ALL INSTRUCTIONS. MAKE SURE THE 

VEHICLE IS IN PARK, ON A LEVEL SURFACE AND WHEELS ARE CHOCKED 

BEFORE STARTING THE INSTALLATION. 

 

2010 AND LATER MODEL VEHICLE INSTALLATION:  

For 2003-2009 applications, refer to page 7 

 

Step 1- 
Starting on the passenger side, locate the section of frame where the 

bumper bracket attaches near the end of the frame. 

 

 

Step 2- 
Remove the three factory bolts that attach the bumper bracket to the 

frame. (Photo 2.1 & 2.2) 
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PHOTO 2.1 

PASSENGER SIDE 

REMOVE THESE THREE FACTORY AET 

PHOTO 2.1 

BUMPER BRACKET 

CROSS TUBE 

FROM HITCH  

Additional Factory bolt 

Original Factory bolt 

FRAME 

 OF  

TRUCK 
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Step 3- 
Locate the oval hole on the inside of the frame. The oval hole is located on 

a piece of metal material that drops down from the factory hitch. Slide the Tie 

Down Receiver onto the outside of the frame. Line up the holes with the 

bumper bracket, Tie Down Receiver, and the frame then reinstall the factory 

fasteners (Photo 3.1 & 3.2) 

 
TIE DOWN PLATES GO OVER THE FRAME. RE -INSERT FACTORY BOLTS THROUGH 

HOLES ON THE OUTSIDE OF THE FRAME.  

PHOTO 3.1 

 

 

FRAME OF TRUCK  
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PHOTO 3.2 

 

Step 4- 

Line up the inside bracket with the oval hole on the hitch. Assemble one 

1/2ò X 2ò Hex Bolt, one 1ò X 2ò Plate Washer, and one 1/2" Star Washer, and 

install through the oval hole and the Tie Down Receiver plate. Install two 1/2ò 

Flat Washers, one 1/2ò Lock Washer and one 1/2ò Hex Nut onto the previously 

installed 1/2ò X 2ò Hex Bolt and hand tighten. (Photo 4.1 - 4.3) 

 

 

 
 

BUMPER 

BRACKET  

RE-INSTALL 

FACTORY  

BOLTS  

BUMPER BRACKET 

CROSS TUBE FROM 

HITCH 
2013 AND LATER VEHICLES 

USE THE OUTSIDE HOLE 
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PHOTO 4.1 

 
PHOTO 4.2 

INSIDE OF FRAME 

ON PASSENGER 

SIDE 

TIE DOWN RECEIVER 

OVAL HOLE AND THE TIE-DOWN PLATE 

MEET, A 1ò X 2ò PLATE WASHER IS NEEDED. 
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PHOTO 4.3 

Step 5- 
Line up the holes with the bumper bracket, Tie Down Receiver, and the 

frame then re-install the factory fasteners. Torque all hardware to 60 ft-lbs. 

(81nm) 

 

INSTALLATION INSTRUCTIONS 2003 -2009: 
Step 6- 

Starting on the passenger side, locate the section of frame where the 

bumper bracket attaches near the end of the frame. 

 

Step 7- 
Remove the three factory bolts that attach the bumper bracket to the frame 

and loosen the back two bolts on the bumper bracket seen on (Photo 7.1). 

Remove the two bolts just forward of the factory hitch cross tube. 
 

TIE DOWN RECEIVER 

1/2ò X 2ò HEX BOLT WITH TWO 1/2òFLAT 

WASHER,ONE 1/2ò LOCK WASHER, ONE 1/2ò 

HEX NUT.  
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PHOTO 7.1 

 

Step 8- 

 
Move the bumper bracket away from the frame and locate the oval hole on 

the inside of the frame. The oval hole is located on a piece of metal material 

that drops down from the factory hitch. (Photo 8.1) 

PASSENGER SIDE OF 

FRAME VIEWOUTSIDE 

LOOSEN THESE BOLTS 

REMOVE THESE 5 BOLTS 

BUMPER SUPPORT 

BRACKET 
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PHOTO 8.1 

 
Step 9- 

Slide the outside of the Tie Down Receiver between the bumper bracket 

and the outside of the frame. Line up the inside bracket with the oval hole on 

the hitch. Install one 1/2ò X 2ò Hex Bolt with a 1ò X 2ò Plate Washer, and a 

1/2ò Star Washer into the oval hole and through the Tie Down Receiver plate. 

On the other side install two 1/2ò Flat Washers, one 1/2ò Lock Washer and one 

1/2ò Hex Nut onto the previously installed 1/2ò X 2ò Hex Bolt and hand 

tighten. (Photo 9.1, 9.2 & 9.3) 

 

PASSENGER SIDE OF FRAME VIEW FROM THE REAR 

FACTORY CROSS TUBE 

TIE DOWN RECEIVER PLATE TO BE  

INSTALLED BETWEEN FRAME AND  

BUMPER SUPPORT BRACKET. 

BUMPER  

SUPPORT 

BRACKET 
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PHOTO 9.1 

PHOTO 9.2 

PASSENGER SIDE OF FRAME VIEWING FROM THE 

INSIDE OF THE FRAME TO THE OUTSIDE 

SUPPLIED 2ò X 1/2 HEX BOLT, 

1ò X 2ò PLATE WASHER,  

& 1/2ò STAR WASHER 
 

PASSENGER SIDE OF FRAME VIEWING FROM THE BACK TO THE FRONT 

FACTORY CROSS TUBE 

TIE DOWN RECEVIER 
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PHOTO 9.3 

Step 10- 
 

Line up the holes with the bumper bracket, Tie Down Receiver, and the 

frame then reinstall the factory fasteners as well as the 1/2ò fasteners and 

torque to 60 ft-lbs(81nm). Tighten the previously loosened bumper bracket 

bolts to 30ft-lbs(40nm). (Photo 10.2) 
 

Note:  On some vehicles, it may be necessary to use a screwdriver to help 

re-align the bumper bracket holes.  Alternately, a 1/2" drill bit may be 

used to enlarge the slotted hole. (See photo 10.1) 

TWO 1/2ò FLAT WASHER, ONE 1/2ò 

LOCK WASHER AND ONE 1/2ò HEX NUT 

INSTALLED. 
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PHOTO 10.1 

 

PHOTO 10.2 

  

May need to re-align 
holes with screw 
driver or drill out 
ÓÌÉÇÈÔÌÙ ×ÉÔÈ ϵȱ ÄÒÉÌÌȢ 
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TIEDOWN INSERT INSTALLATION 

INSTRUCTIONS 
 

On one end of each of your tie down inserts is a triangular plate 

referred to by Torklift as a bullet plate. Your tie down inserts should be 

installed with the shorter side of the bullet plate facing away from each 

other, i.e.. The shorter side of the front insert should point to the front 

of the truck and the shorter side of the rear insert should point towards 

the rear of the truck.  

 

Once installed, attach the TorkLift directional stickers to the face of the 

bullet plate on the insert as a reminder.  

 

DRIVERS SIDE FRONT    DRIVERS SIDE REAR 
   

 

 

 

 

                                    

 

 

               

 

  

         SHORTER SIDE     


